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LEAFLET TOPSERTER
CVC 318F

CVC 318F Technical Specifications
Type U4

Up to 100-120 BPM (base on 40-100 cc round bottle,
subject to trial confirmation)
Bottle:
Dia.: @30-120 mm (17/4" to 41/2")
with Cap Height: 50-200 mm (2" to 7 3/4")
Applicable Size Manual:
Length: 25.4-38.1 mm (1" to 11/2")
Width: 25.4-38.1mm (1"to 1/2")
Height: 3-14 mm (/" to '/2")

Productivity

Power Source 220V, 50/60 HZ, 1 PH

Power Consumption | 5,000 VA (22.8 A) (Including hot melt feeder system)
Air Pressure 6 bar (87 psi)

Air Consumption 233 NL/min (8.2 CFM)

Machine Dimensions | 1425 x 1,200 x 1,835 mm (approx)

(LxWxH) (4-8" x 3-11" x 6'-4")

Machine Weight 191 kg (4211bs)

<70 dB

Technical data contained in this material are not binding and
may be subject to change without prior notice.

Noise Level



TECHNICAL SPECIFICATIONS

MACHINE LAYOUTS

Top View
AVAILABLE OPTIONS
- Hot Glue Melter (Adhesive Melter) 48 e m £50mm
- IPC Computer for Image check
- Barcode System ﬁ |
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- Missing Leaflet on bottle — E
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- Bottle Infeed Screw Changeover :Cl
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- Bottle Backlogged Sensor :.§
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- 3-color Tower Lamp
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Technical data contained in this material are not binding and
may be subject to change without prior notice.

- Bottle Infeed Screw Changeover

— \/@ Contact Us

USA

CVC TECHNOLOGIES, INC. 10861 Business Drive, Fontana, CA 92337
Phone: +1 (909) 355-0311

WWww.cvcusa.com ; www.cvetechnologies.com
oD sales@cvcusa.com

: “p Taiwan-Asia Pacific Headquarters
[=] S Phone: +886 (4) 2496-3666
sales@cvctechnologies.com

India
Phone: +91 (22) 2562-1242, +91 (22) 2562-1243
sales@cvctechnologies.com

China
Phane: +86 (512) 8363-6368
sales@cvctechnologies.com




